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Initial Setup

Minimum PC Requirements 1.6 GHz CPU, 256 MB Memory, 1 available USB port, Windows XP

Recommended PC >2.0 GHz CPU, 512 MB (XP) 1 GB (Vista) memory, 2 available USB2 ports,
Windows XP or Vista.

1. Installing the monitoring software

The installation files are located in the Trantec S5 Series Install folder on the Trantec CD. You
should have three files: Setup.exe, SETUP.LST and S5.CAB.

i. Before installing the software it is best to close any running applications. Start the setup by
double clicking on the Setup.exe file.

ii. Click OK from the first dialog.

2 Trantec §5 Serjes Installation Setup

@ ‘Welcome ko the Trantec 55 Series Installation installation program.
=

Setup cannot install system files or update shared files if they are in use.

EBefore praceeding, we recommend that vou close any applications you may
be running.

Exit Setup

iii. Do not change the default installation directory and click the large button in the top left hand
side.

¢= Trantec S5 Series monitoring Setup

Begin the installation by clicking the button below,

Click this buttan to install Trantec S5 Series monitaring software ko the
specified destination directory.

Directory:

C:iProgram Files\Tranker S5 manikoring) Changs Directory
Exit Setup

iv. Use the default Program Group and click ‘Continue’

<= Traniec S5 Series monitoring - Choose Program ... E|

Setup will add items to the graup shown in the Program Group box,

You can enter & new group name of seleck one from the Existing
Groups list.

Prograr Group!
P

Existing Groups:

Mabry Software A
Media Plaver i
Micrasoft Web Publishing

MProg 2.8a

MProg 3.0a

Radio Micraphane Pragramming Ukility
RxItDASender

Skarkup

Tiscall Inkernet Access

Continue | Cancel
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Vi.

During
S5 Monitoring’ program folder. For the USB system to work, every Trantec receiver must appear to your
PC as a unique device. For this reason it is necessary to load a driver for every receiver you wish to

The installation should then unpack all the files and copy them to the hard drive. Click OK to
complete the process

Trantec 53 Series monitoring Setup

Trantec S5 Seties monitaring Setup was complated successiully.

The application can be run by clicking ‘Start’, ‘All Programs’, ‘Trantec S5 Monitoring’, Trantec
S5 Monitoring. You may wish to create a desktop shortcut to C:\Program Files\Trantec S5
Monitoring\S5.exe.

Before you can use your S5 series receivers you must connect the USB system and install the
hardware driver.

2.1 Trantec USB driver installation for Windows XP

installation, the USB driver files are copied to the ‘Trantec USB Driver’ folder within the ‘Trantec

If you will be using more than one S5 Series receiver you should connect a USB 2.0 hub to a USB port
on your PC. (See ‘Appendix A’ for guidance on connecting a USB system)

i. Connect your first Trantec S5 receiver to the hub. The ‘Found New Hardware Wizard’ should
start after a short delay. If the following dialog appears, select ‘No, not at this time.’

Found New Hardware Wizard

Welcome to the Found New
Hardware Wizard
‘windows will search for current and updated software by

looking on your computer, on the hardware installation CO. or on
the 'Windows pdate ‘Web site [with your permission).

Read our privacy policy

Can 'Windows connect to Windows Update to search for
software?

(D) es. this time anly
() Yes. now and every time | connect a device

®

Click Mext to continue.

Click ‘Next’.
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ii. For the first receiver, select the option "Install from a list or specific location (Advanced)".

Found New Hardware Wizard

This wizard helps you install software for:

Trantec Systems receiver

"\.') If your hardware came with an installation CD
&2 or lloppy disk, insert it now.

‘what da you want the wizard to da?

(O Install the software automatically [Recornmended)

Click Mext to continue.

< Back ” et > ][ Cancel

Click 'Next'.

Note: For any further S5 receivers you should select “ Install software automatically
(Recommended)’ then click ‘Next’ and proceed as from ‘iv’ below.

iii. From the following window, click the box "Include this location in the search" and then click
on the 'Browse' button.

Found New Hardware Wizard
Please choose your search and installation options.

(%) Search for the best diiver in these locations:

Use the check boxes below to limit or expand the default search, which includes local
paths and removable media. The best driver found will be installed.

[[] Search removable media (floppy, CO-ROM...]

Include this location in the search:

C:\Program Files\Trantec 55 manitoring' Trantec USE «

(O Don't search. | will choose the driver ta install.

Chaaose this option to select the device driver from a list. Windows does nat guarantee that
the driver you choose will be the best mateh for your hardware,

[ < Back I[ Next > ][ Cancel I

Browse to ‘C:\Program Files\Trantec S5 Monitoring\Trantec USB driver’ folder. Click ‘OK’.

The correct driver location is now selected. Click "Next".
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iv. Ignore the warning message.

Hardware Installation

L] E The software you are installing for this hardware:
-

Trantec Systems receiver

haz not pazsed Windows Logo testing ta verify itz compatibility

with Windows P, [Tell me why this testing is important. |

Continuing your installation of this software may impair
or destabilize the correct operation of your spstem
either immediately or in the future. Microzoft strongly
recommends that you stop this installation now and
contact the hardware vendor for software that has
passed Windows Logo testing.

I Continue Argway I | STOP Installation |

Click on the 'Continue Anyway' button.

v. The Installation will now complete showing the following Window.

Found New Hardware Wizard

Completing the Found New
Hardware Wizard

The wizard has finished installing the software for.

g Trantec Systems receiver

Click Finish to cloge the wizard,

Click on the 'Finish' button to close the Found New Hardware Wizard.

Repeat for any other receivers.
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2.2 Trantec USB driver installation for Windows Vista

During installation, the USB driver files are copied to the ‘Trantec USB Driver’ folder within the ‘Trantec
S5 Monitoring’ program folder. For the USB system to work, every Trantec receiver must appear to your
PC as a unique device. For this reason it is necessary to load a driver for every receiver you wish to
use.

If you will be using more than one S5 Series receiver you should connect a USB 2.0 hub to a USB port
on your PC. (See ‘Appendix A’ for guidance on connecting a USB system).

i. Connect your first Trantec S5 receiver to the hub. The ‘Found New Hardware Wizard’ should
start after a short delay. If the following dialog appears, select ‘No, not at this time.’

For the first receiver, select the option "Locate and install driver software (recommended)”.

:-: Found Mew Hardware

Windows needs to install driver software for your Trantec
Systems receiver

@ Locate and install driver software (recommended)
Windows will guide you through the process of installing driver softwar
for your device,

2 Ask me again later
Windows will ask again the next time you plug in your device or log on.

® Don't show this message again for this device
Your device will not function until you install driver software.

Click Continue when the ‘User Account Control’ Dialog asks for permission to continue.

ii. From the following window, click the box "I don’t have the disc. Show me other options."

Insert the disc that came with your Trantec Systems receiver

If you have the disc that came with your device, insert it now, Windows will autormatically
search the disc for driver software,

% 1don't have the disc. Show me other options.

Cbee ][ Goned | |
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ii. Click ‘Browse my computer for driver software (advanced)'.

* Check for a solution

working.

Windows couldn't find driver software for your device

Windows will check to see if there are steps you can take to get your device

Locate and install driver software manually.

2 Browse my co ter for driver software (advanced

Browse for driver software on your computer

Search for driver software in this location:

C:\Program Files\Trantec 55 monitoring\Trantec USB Driver|

[#]Include subfolders

- Browse...

Browse For Folder =5

Select the folder that contains drivers for your hardware.

| Symantec -
. Synaptics

. TOSHIBA

. Trantec

[

| Trantec 55 monitoring [
1 Fonts
. Trantec USB Driver

LISR File i

To view subfolders, dick the symbol next to a folder.

o J[ can ]

Click Browse then use the dialog box to find ‘C:\Program Files\Trantec S5 Monitoring\Trantec

USB Driver’ folder. Click ‘OK’.

The correct driver location is now selected. Click "Next".

iv. Ignore the warning message. Click on the 'Install this driver software anyway' button.

< Don't install this driver software

for your device.

GCJ Windows can't verify the publisher of this driver software

You should check your manufacturer's website for updated driver software

< Install this driver software anyway

information.

Only install driver software obtained from your manufacturer's website or
disc. Unsigned software from other sources may harm your computer or steal

() See details
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The Installation will now complete showing the following Window.

The software for this device has been successfully installed

Windows has finished installing the driver software for this device:

Trantec Systems receiver

Click on the 'Close' button to close the Found New Hardware Wizard.

Whenever you connect Trantec S5 receivers from now on the driver should install automatically
requiring no further input.
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3. Basic operation

It is important that you read ‘Appendix A - General notes on connecting your USB system’ this
will help to avoid any issues you may find when starting to monitor your S5 series system.

When the application starts, the PC will check the USB sub system to discover any S5 series
receivers. If no Trantec USB hardware is detected then a warning window is presented.

LUISB hardware detection E

Mo Trankec hardware was Found
The application will close.

Please check your connections

If USB hardware is detected, the PC first checks the USB connection type then reads and confirms
receiver parameters from each device. This information is displayed in a window as below.

Trantec 5 Series monitoring
Rrrarnrec
Monitoring

System Monitoring
USB Connections: 2 S5.3s

Ver: 0.4.229

Once the system information is confirmed, the display will adjust depending on the number of

connected receivers. If a receiver is in a muted state, the panel graphics will appear as shades of
grey.

Below are examples of a 4, 8 and 12 way displays.

Trantec 55 Monitoring -- Yer: 0.4.234

FILE: Copy of Band D User hank
File  About

4 Receiver Display
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Trantec Systems Monitori
File  Ahout

8565.900

Trantec Systems Monitoring -- Yer: 1.0.1 FILE: Rock
File  About

12 Receiver Display

Dean
856.175




Below is a view of a single receiver panel for a system of up to 8 receivers.

The panels indicate:

Frank i. The RF signal level for both A and
855.900

B diversity channels. The bars are
scaled in micro-volts. A single red
bar element indicates the current
mute level.

ii. The audio VU level scaled in decibels

iii. Diversity LEDs labelled A and B
indicating the current receiver channel.

iv. The battery level.
When approximately one hour of life
remains, the indicator flashes red.

v. The name associated with the
performer/receiver.

vi. The operating frequency.

The monitoring software is intended simply to indicate the current status of the connected receivers.
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Appendix A
General notes on connecting your USB system

If you connect your receivers one at a time as you load the drivers you should not experience any issues.
Once your system is connected however, you should NOT unplug or rearrange USB connections. If you need

to change the order of connections you should:
Disconnect all your receivers from the USB hubs and power them down.

Disconnect your USB hubs from the PC and power them down.

Shut down your PC.
Restart your PC, power up the hubs and reconnect them to the PC.
Power up and reconnect your receivers one at a time in the new order.

You will not need to load drivers this time.

Sl

Once your system is set up we recommend that you label the USB cables close to the type B connector on
your receivers. This way you know which receiver will appear where on the monitoring screen, bearing in

mind the display is in rows, left to right.

You should imagine your USB connections as a tree branching out from ports on your PC. For
multiple devices, a USB 2 hub should be attached to any USB 2 port on your PC. If the hub
does not have enough ports you should ‘cascade’ multiple hubs. You may use more than one
USB port on your PC. Connect Hubl to Port | and Hub 2 to Port 2 for example.

Only use USB 2 ‘Hi Speed’ hubs. This ensures the system will connect to your PC’s enhanced
USB controller for maximum efficiency.

The first hub attached to your PC acts as a root hub to the rest of the system. A 4-port ‘root’
hub can take 4 connections from other hubs. We recommend a maximum of 12 receivers are

connected.

The Trantec USB monitoring application will display the S5 series receivers in the order that
they are connected to the hubs. The further away the receiver is from the PC USB port(s) the

later the order on the PC screen.

Example 12 way USB
connection

55 Series

11 S5 Series
—— 1 S5Series

| [ %5 Series
ul 3

——L1 1 S5Series
—— 1 S5 Series

{1 %5 Series
?ﬂ: S5 Series

=

PC Roat Hub
hub L1 S5Series
— 1 S5%eries
-1 S5Series
Hub 1 55 Series

For example: An S5.5 attached to Port 1 on a hub which is attached to Port 1 on the ‘Root’
hub will be displayed first on screen. An S5.5 attached to Port 2 will appear second and so
on. If you are using 4-Port hubs then another S5.5 would be attached to Port 1 on a second
hub which is attached to Port 2 on the ‘Root’ hub. We could then attach 3 more S5.5s to this
hub. A third hub would be used to attach more receivers using Port 3 on the ‘Root’ hub.
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On some USB 2 hubs, the ports are not physically numbered in the same order as the
connection to the USB system as a whole. This can lead to an unexpected display output. For
example: on a D-Link DUB-H7 hub the port numbered 1 is actually connected to Port 5 on the
USB system.

The following Hubs ARE connected in correct order.

Belkin F5U237 Seven port hub.

(Physically stackable and provides a very compact 12 way connection from two hubs)
D-Link DUB-H4 Four port hub.

HP DG954A compact Four port hub

The following Hubs we know are NOT connected in order.

D-Link DUB-H7 Seven port hub

Maplin A38BG Seven port hub

Targus PAUH212 Seven port hub

Trust Easy connect HU-5770 Seven port hub
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