


Initial Setup

Minimum PC Requirements 1.6 GHz CPU, 256 MB Memory, 1 available USB port, Windows XP
Recommended PC >2.0 GHz CPU, 512 MB (XP) 1 GB (Vista) memory, 2 available USB2 ports,
Windows XP or Vista.

Important: If you are using a non-English language version of Windows you must select the ‘.’ decimal
number separator symbol in the ‘Regional and Language Option’ section of Control Panel. For
instructions on how to do this go to Appendix B at the end of this document.

1. Installing the monitoring software

1.1 The installation files are located in the ‘Trantec S5 Series Install’ folder on the Trantec CD. There
are three files: Setup.exe, SETUP.LST and S5.CAB.

i. Before installing the software it is recommended you close any applications that may be
running. Start the setup by double clicking on the Setup.exe file.

ii. Click OK from the first dialog.

rantec 55 Series Installation Setup

@ ‘Welcome to the Trantec 55 Series Installation installation program.
=

Setup cannot install system files or update shared files if they are in use.
Before proceeding, we recommend that vou close any applications you may
be running.

Exit Setup

iii. Do not change the default installation directory and click the large button in the upper left-hand
side of the window.

42 Trantec S5 Series monitoring Setup

Begin the installation by dicking the button below,

Click this button ko install Trantec 55 Series monitoring software ko the
specified destination directory.

Directory:

C:YProgram Filesi Trantec 55 manitoring!, Change Directory
Exit Setup

iv. Click ‘Continue’ Using the default Program Group

4= Trantec S5 Series monitoring - Choose Program ... E|

Setup will add items to the group shown in the Program Group bax,
You can enter a new group name ar select one From the Existing
Groups list,

Frogram Gro

Mabry Software A
Media Player
Microsoft Web Publishing

Radio Microphone Programming Uitilicy
RxTrDASender

Startup

Tiscali Internet Access
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V.

Vi.

The installation should then unpack all the files and copy them to the hard drive. Click OK to
complete the process.

Trantec 55 Series monitoring Setup §|

Trantec 55 Seties monitoring Sekup was completed successfully,

The application can be run by clicking ‘Start’, ‘All Programs’, ‘Trantec S5 Monitoring’, Trantec
S5 Monitoring. You may wish to create a desktop shortcut to C:\Program Files\Trantec S5
Monitoring\S5.exe.

Before you can monitor your S5 series microphones you must connect the USB system and
install the hardware driver.
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21 Trantec USB driver installation for Windows XP

During installation, the USB driver files are copied to the ‘Trantec USB Driver’ folder within the ‘Trantec
S5 Monitoring’ program folder. For the USB system to work, every Trantec receiver must appear to your
PC as a unique device. For this reason it is necessary to load a driver for every receiver you wish to
use.

If you will be using more than one S5 Series receiver you should connect a USB 2.0 hub to a USB port
on your PC. (See ‘Appendix A’ for guidance on connecting a USB system).

i. Connect your first Trantec S5 receiver to the hub. The ‘Found New Hardware Wizard’ should
start after a short delay. If the following dialog appears, select ‘No, not at this time.’

Found New Harndware Wizand

Welcome to the Found New
Hardware Wizard
Windows wil zearch for curent and updated software by

looking on your computer, on the hardware installation CD, or on
the Windaws Update Web site [with your permizzion].

Biead our privacy policy

Can 'windows connect to'windows Update ta search for
software?

(O Yes. this time only
() Yes. now and gvery time | connect a device
@ o, nat this time

Click, Mext bo continue.

Click ‘Next'.

ii. For the first receiver, select the option "Install from a list or specific location (Advanced)".

Found New Hardware Wizard

This wizard helps you install software for:

Trantec Systems receiver

Z\-J If your hardware came with an installation CD
2 or floppy disk. insert it now.

What da you want the wizard to da?

) Install the software automatically [Flecommended)
®fnstalfrom 2 iz or speciic location [Edvancedi

Click. Mext to continue.

< Back H Mext > ][ Cancel

Click 'Next'.

Note: For any further S5 receivers you should select “Install software automatically
(Recommended)’ then click ‘Next’ and proceed as from ‘iv’ below.
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iii. From the following window, click the box "Include this location in the search" and then click
on the 'Browse' button.

Found New Hardware Wizard
Please choose your search and installation options.

(%) Search for the best driver in these locations.

Use the check boxes below to limit or expand the default search, which includes local
pathz and removable media. The best driver found will be installed.

[[] Search removable media (floppy, CO-ROM..|
Include this location in the search:

C:A\Program Files\Trantec 55 manitoring'Trantec USE »

(O Don't search. | will choose the driver ta install.

Chaose this option to select the device driver from a list. Windows does nat guarantes that
the driver you choose will be the best match for your hardware.

[ < Back ” Next > ][ Cancel I

Browse to ‘C:\Program Files\Trantec S5 Monitoring\Trantec USB driver’ folder. Click ‘OK’.
The correct driver location is now selected, click "Next".

iv. Ignore the warning message.

Hardware Installation

] E The zoftware you are installing for this hardware:
.

Trantec Systems receiver

has not pazzed ‘Windows Logo testing to werify itz compatibility

with ‘Windaws 2P, [Tell me why this testing iz impartant. |

Continuing your installation of this software may impair
or destabilize the comrect operation of your system
either immediately or in the future. Microzoft strongly
recommends that you stop thiz installation now and
contact the hardware vendor for software that has
passed Windows Logo testing.

I Continue Anyway I | STOP Installation |

Click on the 'Continue Anyway' button.

v. The Installation will now complete showing the following Window.

Found New Hardware Wizard

Completing the Found New
Hardware Wizard

The wizard has finished installing the software for:

% Trantec Systems receiver

Click. Finish to close the wizard.

Firizh

Click on the 'Finish' button to close the Found New Hardware Wizard.
Repeat this sequence for any other receivers.
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2.2 Trantec USB driver installation for Windows Vista

During installation, the USB driver files are copied to the ‘Trantec USB Driver’ folder within the ‘Trantec
S5 Monitoring’ program folder. For the USB system to work, every Trantec receiver must appear to your
PC as a unique device. For this reason it is necessary to load a driver for every receiver you wish to
use.

If you will be using more than one S5 Series receiver you should connect a USB 2.0 hub to a USB port
on your PC. (See ‘Appendix A’ for guidance on connecting a USB system).

i. Connect your first Trantec S5 receiver to the hub. The ‘Found New Hardware Wizard’ should
start after a short delay. If the following dialog appears, select ‘No, not at this time.’

For the first receiver, select the option "Locate and install driver software (recommended)”.

Loiiound e

Windows needs to install driver software for your Trantec
Systems receiver

@ Locate and install driver software (recommended)
Windows will guide you through the process of installing driver softwar
for your device,

2 Ask me again later
Windows will ask again the next time you plug in your device or log on.

® Don't show this message again for this device
Your device will not function until you install driver software.

Click Continue when the ‘User Account Control’ Dialog asks for permission to continue.

ii. From the following window, click the box "I don’t have the disc. Show me other options."

Insert the disc that came with your Trantec Systems receiver

If you have the disc that came with your device, insert it now, Windows will autematically
search the disc for driver software,

< 1don't have the disc. Show me other options.
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iii. Click ‘Browse my computer for driver software (advanced)’

Windows couldn't find driver software for your device

< Check for a solution
Windows will check to see if there are steps you can take to get your device
working.

i
. # Browse my computer for driver software (advanced

Locate and install driver software manually.

Browse for driver software on your computer

Search for driver software in this location: Browioe Eor Eoier ﬂ
C\Program Files\Trantec 55 monitoring'\ Trantec USB Driverl - Browse...
Select the folder that contains drivers for your hardware.

[@]Include subfolders

b L) Symantec -

& . Synaptics

> L. TOSHIBA

i+ . Trantec

i

. Trantec 55 monitoring 4
Ji Fonts
. Trantec USE Driver

LISR File: b

To view subfolders, dick the symbol next to a folder.

) (e

Click Browse then use the dialog box to find ‘C:\Program Files\Trantec S5 Monitoring\Trantec
USB Driver folder. Click ‘OK’.

The correct driver location is now selected, click "Next".

iv. Ignore the warning message. Click on the 'Install this driver software anyway' button

G(J Windows can't verify the publisher of this driver software

< Don't install this driver software
You should check your manufacturer's website for updated driver software
for your device.

¢ % Install this driver software anyway

Only install driver software cbtained from your manufacturer's website or
disc. Unsigned software from other sources may harm your computer or steal
information.

() See details
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The Installation will now complete showing the following Window.

The software for this device has been successfully installed

Windows has finished installing the driver software for this device:

Trantec Systems receiver

Click on the 'Close' button to close the Found New Hardware Wizard.

Whenever you connect Trantec S5 receivers from now on the driver should install automatically
requiring no further input.
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3. Basic operation. (Windows XP and Vista forms have a slightly different appearance)

It is important that you read ‘Appendix A - General notes on connecting your USB system’. This will
help to avoid any issues you may find when starting to monitor your S5 series system.

When the application starts, the PC will check the USB sub-system to discover any S5 series receivers.
If no Trantec USB hardware is detected then a warning window is presented.

USB hardware detection g|

Mo Trantec hardware was found
The application will close,

Flease check your connections

If USB hardware is detected, the PC first checks the USB connection type then reads and confirms
receiver parameters from each device. This information is displayed in a window as below.

‘T‘AN'!‘!G

Monitoring

System Monitoring

USB Connections: 3 $5.5s

The default setting after installation is for the PC not to load a frequency file into the system but to
display the receiver front panel information. In this mode the hardware is only updated via the right click
panel. See below.

i Trantec 55 Monitoring,

N About

Load last file on Stark
Load
Edit
Mew
Dowload file ta R
Upload file fram R
Exit

S A —

If ‘Load file on Start’ has been selected under the ‘File’ menu, the file for the last set of frequencies used
is opened and compared to the data read from the receivers. If the data matches, then the system is
configured for this file. If the receiver and file data do not match, then you are asked if you would like to
load the file data anyway. A countdown timer will allow 10 seconds for the operator to confirm a file load.
If the countdown expires then the system starts using the receiver hardware data. This situation may
arise when a PC is moved and connected to a different set of receivers. By default the system will not
load the file but present the receiver data.

)|

Trantec 5 Series monitoring

"I'I!AN'!'!G

Monitoring

Receiver and file data do not match.
Do you still wish to load the last used file?

Yes No

Starting with Receiver datain & Seconds

USB Connections: 1 S5.5
Ver: 1.2.6
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Once the system information is confirmed, the display will adjust depending on the number of connected
receivers. If a receiver is in a muted state, the panel graphics will appear as shades of grey. Below are
examples of a 4-way and a 12-way display showing two receivers that have been manually muted.

Trantec Systems Monitorin 4. ing: Receiver Data
File  about

Frank Dean
855,900 856.175

4 Receiver Display

Trantec Systems Monitorin FILE: Rock
File  About

12 Receiver Display
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Below is a view of a single receiver panel from an 8-way display.

The panels indicate:

Frank
855.900

i. The RF signal level for both A and B
diversity channels. The bars are scaled
in micro-volts. A single red bar element
indicates the current mute level.

i. The audio VU level scaled in decibels

iii. Diversity LEDs labelled A and B indicating the
current receiver channel.

iv. The battery level.
When approximately one hour of life remains,
the indicator flashes red.

v. The name associated with the
performer/receiver.

vi. The operating frequency.

If you wish to change any of the parameters for a receiver, right click on the receiver panel in the main
display and a receiver detail panel will appear as below.
Note: Changes are only saved to file if either, the system is set to load a file at application start or
a file has been explicitly loaded in to the system using the ‘File’, ‘Load’ menu.

Receiver Parameters ]

File: Ro&k.frq i Top line shows the file name.

ii. An actor or performer name can be entered into
the box on the next line.

iii.  The box on the next line allows the frequency to
be set.

iv.  Moving the slider sets the Mute level from 1 to 10.
The current Mute level is indicated by red markers
on the RF bar graphs.

V. Clicking ‘User Mute’ will toggle audio mute On/Off
for output from the selected receiver. The Mute
icon will be displayed in the output panel. as in the
12-way display above.

vi.  Clicking OK saves the data to file.

vii.  Cancel returns without saving.

Band Split: °

viii. The receiver band is shown at the bottom.

Should you use the receiver front panel to change the mute level or the tuned frequency, the PC display
will update but this change will NOT be saved to a file. If you wish to change the receiver frequency and
save the change to file, use the detail window as above.
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4. Working with files

Each time the application starts, a ‘Default’ frequency file is generated which contains a set of data that
lies within the frequency ‘Band’ of your receiver. This file can be copied, renamed and edited to your
own requirements see section 4.4 below.
Note: You cannot edit the ‘Default.frq’ file directly so that it is always there for reference. Simply
copy, rename and edit the file.

The S5 file functions work with the same " *.frq " files that are used in the Trantec S6000 professional
series. The frequency file contains the name, the frequency and the mute level for each performer.
Your files must only contain frequencies within the band for your receivers.

41 Loading a frequency file into the system

From the File menu click 'Load'

File alells

Load last file on Stark

Edit
Mew
Dowload file to Rux
Upload File from Rx
Exit

—

Choose the file you wish to load from the file dialog by either double-clicking on the file name or single-
clicking and clicking on ‘OK’. A single frequency will be transferred into the custom ‘Single’ frequency
location of each receiver in your system. Receiver one will be allocated the first frequency in the file,
receiver two, frequency two and so on.

Note: The data in the custom bank will NOT be changed when you load a file into the system. Only
the single custom frequency is updated in each receiver.

4.2 Creating a new file
Note: Receiver monitoring will stop during file editing operations

From the File menu click 'New'. Enter a file name and click OK. If you use an existing file name the file
will be immediately overwritten.

When editing, you are always working with the data currently displayed in the editing boxes at the top of
the window.

¥ Trantec §5 Monitoring

N About

Trantec frequency File: New.frq

Load last file on Start
Load Mute
Edit level

Add
Dowload file ko Rx

Upload file fram Rx

ol 1 U!Er'l 854. '[UU Update

Exit

The data grid and the data entry boxes will be initialised to a temporary value. The left-hand box cannot
be edited, it is purely an indicator of the current data row.

In the second box, you can add any performer name up to a maximum of six characters.

Add the frequency data to the third box. This box will auto complete if possible. For example, entering
83 will result in a frequency of 830.000 MHz, 855 becomes 855.000 MHz and 83525 will become
835.250 MHz. Any frequency is rounded to the nearest 25 KHz grid position, 846.123 would become
846.125 MHz for example.

A mute level should be entered into the fourth data box. Valid values are between 1 and 10. The default
value for this parameter is 5. If the box is left empty a value of 5 is used.
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When all the parameters have been entered click the 'Add' button. This data is then added to a grid
below and the parameter boxes are cleared for your next set of user parameters. This data is
immediately saved to your file.

Mute
User name Freq level

1[Efie 854.900 |5 | [T

Repeat the previous steps until you have entered the entire frequency set. Once you have entered all
the data then simply click the ‘Finish’ button or close the file editing window.

4.3 Editing an existing file

Load a file into the data grid by clicking ‘File’, ’Edit’ and choose the file you wish to edit.

N About

Load last File on Start. [ Trantec frequency File: Meeow.frg
Load Mute
User name Freq level
(=
Dowload fls o Rx Il Sphynx |806.000 Add

Uplaad file fram R
2 1[Sphynx [ 806.000 [5 | Update

I — T ——— 201 00

When any row of the data grid is selected with the mouse the user data is copied to the editing boxes.
Change the data in these boxes then click the 'Update' button, the selected row of the data grid is
changed.

If you click the 'Insert’ button, the currently selected data row is moved down and the editing box data
replaces the row data.

Mute
User name Freq level

Add
Update

Delete
Finish

858.200

If you click the 'Delete’ button, the currently selected data row is removed.

Mute

User name Freq level

Add
Update

Delete
Finish
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4.4 Copying an existing file
Click on the 'File', 'Load' menu.

Click on the file you wish to copy using the right hand mouse button. From the Pop-up menu, click
'Copy'. Now right hand click on the area where the files are listed and select 'Paste’ from the menu. The
new file will be called "Copy of nnnn.frq" where 'nnnn' is the name of the file you selected. If you then
right click on this filename you can choose 'Rename’ from the menu and change the name. Do not
change the ‘.frq’ file extension.

4.5 Deleting a file

Click on the 'File', 'Edit' menu then right click on the file you wish to delete. Select 'Delete’ from the pop-
up menu and the file will be removed. Click ‘Cancel’ to close the dialog.

4.6 Transferring file data between the PC and a receiver
Open the frequency data file you wish to transfer to a receiver by clicking “Download file to Rx” from the

‘File’ menu and select the file from the dialog. The file operations window will then appear showing the
data from your file.

i Trantec S5 Monitoring.,

FEN About

Load last file on Start
Load

Edit

Tew

Dowload file ko Rx
Upload file From R
Exit

Use the drop down list to select the receiver to which you wish to send the frequency data.

Trantec frequency File: Rock.frq

Mute
User name Freq level

2]

10|Lucian
11|Placid
12 [Franci 830.500

Send data
toRx

Mumber in Set 12
Status:

Click the button labelled "Send data to Rx". The Status label in the bottom left hand corner of the
window will indicate if the transfer was attempted by showing the number of user parameters that were
sent.

During transfer, the display on the receiver should flash and then update.
Note: File transfer, updates the User custom bank and not the Single custom frequency, this is

updated from the ‘File’, ‘Load’ menu option. The custom bank frequencies can only be
accessed from the receiver front panel.
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Uploading data from a receiver

Click “Upload file from Rx” from the ‘File’ menu. A blank file operations window will then appear.

Trantec frequency File: Upl.frq [E3)
Mute
User name Freq level

/.

N About
Load last file on Start
Load

Edit

Mew

Dowload file ta R
Upload file From R
Exit

—— e ——

Upload
from Rx

Rx:|1 -~

Mumber in Set 12

Status: Ver:

Use the drop down list to select the receiver from which you wish to upload data.
Click the button labelled "Upload from Rx".

The Status label should read "Number in Set" followed by the number of frequencies. The data grid is
then filled with any data transferred from the receiver.

If you wish to save this data, click on the 'File', 'Save' menu. Give your file a name and then click 'OK'.

Trantec frequency File: Rock.frq

Once the file has been saved it can be edited in the same way as any other file and downloaded to any
other receivers
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Appendix A
General notes on connecting your USB system

e |f you connect your receivers one at a time as you load the drivers you should not experience any issues.
Once your system is connected however, you should NOT unplug or rearrange USB connections. If you need
to change the order of connections you should:

Disconnect all your receivers from the USB hubs and power them down.

Disconnect your USB hubs from the PC and power them down.

Shut down your PC.

Restart your PC, power up the hubs and reconnect them to the PC.

Power up and reconnect your receivers one at a time in the new order.

You will not need to load drivers this time.

R ON—

Once your system is set up we recommend that you label the USB cables close to the type B connector on
your receivers. This way you know which receiver will appear where on the monitoring screen bearing mind

the display is in rows, left to right.

e You should imagine your USB connections as a tree branching out from ports on your PC. For
multiple devices, a USB 2 hub should be attached to any USB 2 port on your PC. If the hub
does not have enough ports you should ‘cascade’ multiple hubs. You may use more than one
USB port on your PC, connect Hub1 to Port | and Hub 2 to Port 2 for example.

Only use USB 2 ‘Hi Speed’ hubs. This ensures the system will connect to your PC’s enhanced
USB controller for maximum efficiency.

The first hub attached to your PC acts as a root hub to the rest of the system. A 4 port ‘root’
hub can take 4 connections from other hubs. We recommend a maximum of 12 receivers.

e The Trantec USB monitoring application will display the S5 series receivers in the order that
they are connected to the hubs. The further away the receiver is from the PC USB port(s) the

later the order on the PC screen.

Example 12 way USB
connection

55 Series

{1 S5 Series
—— 1 S5 Series

T %5 Series

ub 3

——L1 1 S5 Series
—1 1 %5 Series

11 S5 Series
PC Root Hup2 — S5Series

hub m—L_ 1 S5 Series
— 1 S5 Series
-1 S5 Series

H“h\,l\i:I S5 Series

I

For example: An S5 attached to Port 1 on a Hub which is attached to Port 1 on the ‘Root’ hub
will be displayed first on screen an S5 attached to port 2 will appear second an so on. If you
are using 4 Port hubs then another S5 would be attached to Port 1 on a second hub which is
attached to Port 2 on the ‘Root’ hub. We could then attach 3 more S5’s to this hub. A third
hub would be used to attach more receivers using Port 3 on the ‘Root’ hub.
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e Onsome USB 2 hubs, the ports are not physically numbered in the same order as the
connection to the USB system as a whole. This can lead to an unexpected display output. For
example: on a D-Link DUB-H7 hub the port numbered 1 is actually connected to Port 5 on the
USB system.

The following Hubs ARE connected in correct order.
Belkin F5U237 Seven port hub.
(Physically stackable and provides a very compact 12 way connection from two hubs)

D-Link DUB-H4 Four port hub.
HP DG954A compact Four port hub

The following Hubs we know are NOT connected in order.
D-Link DUB-H7 Seven port hub
Maplin A38BG Seven port hub

Targus PAUH212 Seven port hub
Trust Easy connect HU-5770 Seven port hub

Appendix B

Selecting a decimal number separator for a non-English language version of Windows.
1. For Windows XP

Open Control Panel and select ‘Regional and Language Options’

B Control Panel E]@”E
i FEle Edt Miew Favortes Tools  Help .'?F

J Back \_) I% /ﬁj Search ilL Folders '
| Address |G‘ Cantrol Panel v| €

¢t ¥ D w D E 2

r . i "

ﬂ’ Control Panel ” E %

| Accessibility  Add Hardware Add ar Administrative  Aukomatic EDE Date and Time
E} Switch ko Category View COptions Remov... Tools Updates Administrakar

= p - s : @
@ pr s =
See Also @ % '»fj _Aj J—| -
Display Find Fast  Folder Options Fonts Game Inkernet Java
‘ ‘Windows Update Controllers Options
@) Help and Support [ i
&= D 8 kL % a
L =

Keyboard Mouse Metwork Setup  Phone and  Pawer Options  QuickTime
Wizard Modem ...

v B 9

Scanners and  Scheduled Security Sound Effect  Sounds and Speech

\»

Cameras Tasks Center Manager  Audio Devices
A 8 @ < w e B
Y = =) -
Taskbar and  User Accounts  Windows Wireless Printers and Metwark Windows
Stark Menu Firewall Metwork Set... Faxes Connections  CardSpace

The Windows XP ‘Classic’ view
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B Control Panel

File Edit “iew Favorites Tools Help

@Back @ & l% pSearch H:; Folders -

i Address |[} Cantrol Panel

Control Panel 2 P i c k a Category

B» Switch ko Classic View

See Also

Appearance and Themes

‘ ‘Windows Lpdate G
Network and Internet "
@) Help and Suppart: L < 1y User Accounts

Connections
o Cther Control Panel
Options

b i
Add or Remove Programs Dah_a el L_an uage, and
Reqional Options
hange the date, time, and time zone
\ " language ta use, and the way number
\ Sounds, Speech, and Audio e and times are displayed.

) -_/} Devices

u Performance and Maintenance \/ Security Center

The Windows XP ‘Category’ view

The following window will appear

B Date, Time, Language, and Regional Options

File Edit “iew Favorites Tools Help

eBack - O l% pSearch H:; Folders -

i Address |E} Date, Time, Language, and Regional Options

Date, Time, Language, and Regional Options

- -
See Also ) i

liﬁ Scheduled Tasks
Pick a task...
@ Change the date and time
@ Change the format of numbers, dates, and times

@ Add other languages Change regional settings so that software which supparts
international data will carrectly display languages, numbers,
times, and dates.

or pick a Control Panel icon

L
Date and Time \ Regional and Language Options
-

Select ‘Change the format of numbers, dates, and times’.

From the Classic view, or from the window above, the following window will appear (In this
example the region is Germany).
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Regional and Language Options z”-z|

Regional Options | Languages || Advanced|

Standards and formats

Thiz option affects how some proarams farmat numbers, cunencies,
dates, and time.

Select an item to match its preferences, or click Customize to choose
your own formats:

iGerman [Germany] V| [ Custarize. . ]

Samplez

Mumber: 123.456.789)0 |

Curency:  [123.456.789.00€ |

Time: |13:2250 |
|
|

Short date: |29_‘| 0.2007

Longdate: | Montag, 29 Oktober 2007

Location

To help zervices provide you with local infarmation, such as news and
weather, gelect your present location:

United Kingdaonn |

0k H Cancel ][ Apply l

Click ‘Customize’.

Customize Regional Options E|[g|

Numbers | Currency | Time | Date | Sorting|

Sample

Positive: |123.456.789,00 Meqative: 5-1 23.456.789.00
Decimal symbal: ] w
Ma. of digitz after decimal: _
Digit grouping symbal: | ~ |
Drigit grauping: | 123,486,739 » |
Meqgative sign symbol: | ~ |
MHeqgative number format; | a1 “ |
Dizplay leading zeros: | 07 “ |
Lizt separator: |; w |
Measurement systerm: | tetric hd |
Drigit substitution: | MHone w |

[ Ok H Cancel H_ Apply ]

Under ‘Decimal symbol’ use the dropdown to select the ‘.’ full stop symbol.
Click ‘Apply’ then ‘OK’.
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Regional and Language Options

Regional Optians | Languages " .t’-‘-.dvancedl

Standards and formats

Thiz option affects how some proarams farmat numbers, cunencies,
dates, and time.

Select an item to match its preferences, or click Customize to choose
your own formats:

Geman [Gemany] v| I Custamize....

Samplez

Mumber: 123.456.789.00 |

Curency:  [123.456.789.00€ |

Time: |12:09.24 |
|
|

Short date: ||j1 11.2007

Long date: |Donnerslag, 1. Mowember 2007

Location

To help zervices provide you with local infarmation, such as news and
weather, gelect your present location:

United Kingdom w |

[ 0k J[ Cancel J[ Apply l

Once again click ‘Apply’ and ‘OK’.

2. For Windows VISTA

Open ‘Control Panel’ and select ‘Regional and Language Options’.

Name Catego
Cantral Panel Home 2,

=2 TR

Add Administrat... AutoPlay  Backupand ~ CD/DVD Color Date and Default Device Ease of

Hardware Tools Restore C...  Drive.. Mansgement  Time Programs  Manager Accen
e s R g
- T : &
7 s =

Folder Fonts Game Indexing  Intel(R) GMA  Internet  iSCSI Initiator Java Keyboard Mouse
Options Controllers  Options  Driverfor..  Options

| 9 " | / bl
vy ; A | [ -

-* i u >
MNetwork and  Parental Pen and People Near Performance Personaliz.. Phone and Power Printers Problem
Sharing Ce...  Controls  Input Devices  Me Informatio... Modem..  Optians Reparts a..

= — \ .V
=00 § ©® & §

7 o 1] L = k: L

Programs  Regional and Scannersand  Security Sound Speech  Symantec  SyncCenter  System  TabletPC
and Features  Language  Cameras Center Recogniti... LiveUpdate Settings

Options
L o 5 - e i 1
7 SE l ‘Eg |E 1 % ‘ 7 ]
5 A = -

Taskbar and Texdt to User Welcome Windows ‘Windows Windows ‘Windows Windows Windows
Start Menu Speech Accounts Center Anytim... CardSpace Defender Firewall Mobilit... Sidebar ...

Windows  Windows
SideShow  Update

The Windows Vista ‘Classic’ view
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» Control Panel »

- %

« Control Panel Home 2
: System and Maintenance
= Get started with Windows

Back up your computer

Security

Check for updates

Check this computer's security status

@ Allow a program through Windows Firewall

Network and Internet

' Connect to the Internet

View network status and tasks
Set up file sharing

Hardware and Sound

Play CDs or other media automatically
Printer

Mouse

Programs
Uninstall a program
Change startup programs

Mobile PC
Change battery settings
Adjust commaonly used mobility settings

User Accounts and Family Safety
9 Set up parental controls for any user
# Add or remove user accounts

Appearance and Personalization
Change desktop background

Customize colors

Adjust screen resolution

Clock, Language, and Region
Change keyboards or other input methods

Ease of Access
Let Windows suggest settings
Optimize visual display

Additional Options

The Windows VISTA ‘Control Panel Home’, choose ‘Clock, Language, and Region’.

The following window will appear.

J. J=| %+ ControlPanel » Clock Language, and Region

trol Panel Home "
Date and Time

em and Maintenance

= Add the Clock gadget to Windows Sidebar
N

orke and Internet - E
9 Regional and Language Options

Hardware and Sound &

Change the country or region | Change the dete, time, or number fermat

Programs Change keyboards or other input methods
Aobile PC

ccounts and Family

Appearance and
Personalization

Clock, Language, and Region
Ease of Access

Additional Op

Classic View

Recent Tasks

Change the date, time, or
number format

Setthetimeand date | Changethetimezone | Add clocks for different time zones

Select ‘Change the date, time, or number format’.

From the Classic view, or from the window above, the following window will appear (In this

example the region is Germany).
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Formats |Lo&3uon I Keyboards and Languages I Administrative |

To change the way your computer displays numbers, currencies, dates, and
time, select an entry from the format list,

Current format:

German {Germany) V]

Examples of how data is displayed using this format:

Number 122.456.789,00
Currency: 123.456.789,00 £
Time: 13:12:55

Short date:  01.11.2007

Long date:  Donnerstag, 1. Movember 2007 L

Customize this format... I

For additional formats, keyboards, and tools, go to the Microsoft website,

(o J[ conea [ @WJ

Click ‘Customise this format...’

[ 4 Customize Regional Oplicn;‘ Jo— ﬁ
Numbers | currency | Time | Date | Sorting|
Example *
Positive:  123.456.789,00 " MNegative  -123456.789,00
Decimal symbaol: I LYJ l
Mo, of digits after decimal: _i ]
Digit grouping symbol: -
Digit grouping: [18.456.?89 ¥ ]
W Megative sign symbol 5 -
Negative number format: [—1,1 ']
Display leading zeros: [0,7 ']
List separator: : -
Measurement system: [ Metric X ] ‘
Standard digits: (0123456782 -
Use native digits: [Never ']
Click Reset to restore the system default settings for Reset
numbers, currency, time, and date.

Under ‘Decimal symbol’ use the dropdown to select the ‘.’ full stop symbol.
Click ‘Apply’ then ‘OK’.
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&’9 R_gg_j_cmal and Language Options M

Formats |Lomuon I Keyboards and Languages | Administrative

To change the way your computer displays numbers, currencies, dates, and
time, select an entry from the format list,

Current format:

German {Germany) V]

Examples of how data is displayed using this format:

Number 122.456.789.00
Currency: 123.456.789,00 £ I
Time: 12:39:07

Short date:  01.11.2007

Long date:  Donnerstag, 1. Movember 2007

For additional formats, keyboards, and tools, go to the Microsoft website,

[ ooc [ concd [[ oo |

Once again click ‘Apply’ and ‘OK’.
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